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Technische Daten für 10345 Unterlegkeil

Bezeichnung Unterlegkeil

Artikel-Nr. 10345

Maß A 62 mm

Maß B 28 mm

Maß C 9 mm

Werkstoff: Polyamid 6 GF30

Werkstoffkürzel: PA

Unterlegkeil zum ausrichten, stabilisieren, ausgleichen und abstützen von Fensterrahmen und Türzargen. 

Geeignet zur einseitig/beidseitigen Fixierung um ein Verschieben zu verhindern.

RoHS (directive 2015/863/EU)
REACH compliance (directive 1907/2006/EC)
Candidate-List of SVHC-Substances according to Art 59
Regulation (EC) No 1907/2006 REACH

Mit den Unterlegkeilen können Fensterrahmen und Türzargen durch die Rastnasen der Unterlegkeile in geringen Abständen sicher 
ausgerichtet und fixiert werden.
Da die Rastnasen der Unterlegkeile formschlüssig ineinander greifen wird ein verrutschen der Unterlegkeile  und somit der 
Fensterrahmen und Türzargen verhindert. 

Verwendbar im Innen- und Außenbereich bei -30° bis + 120° Celsius.
Hohe mechanische Steifigkeit und Festigkeit, eine hohe Beständigkeit gegen Hitze und chemische Angriffe sowie gute Reibungs- und  
Verschleisseigenschaften. 
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Technical specifications for 10345 wedge

Description Wedge

Item no. 10345

Dimension A 62 mm

Dimension B 28 mm

Dimension C 9 mm

Material: Polyamide 6 GF30

Material code: PA

Wedge for aligning, stabilizing, leveling, and supporting window frames and door frames.

Suitable for fixing on one or both sides to prevent shifting.

RoHS (directive 2015/863/EU)
REACH compliance (directive 1907/2006/EC)
Candidate-List of SVHC-Substances according to Art 59
Regulation (EC) No 1907/2006 REACH

The wedges allow window frames and door frames to be securely aligned and fixed at small intervals, thanks to their interlocking 
tabs.
Because the tabs interlock positively, slippage of the wedges—and consequently of the window frames and door frames—is 
prevented.

Suitable for indoor and outdoor use at temperatures ranging from -30°C to +120°C.
Features high mechanical rigidity and strength, high resistance to heat and chemical attack, and good friction and wear 
characteristics.


